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Ceiling lights

2023

Onda

EN Metal body. Wide scattering angle is 120°. Swivel hinge for adjusting the light flux. LED

light source.

PE Metallrahmen. Breiter Lichtstreuwinkel 120°. Schwenkscharnier zur Einstellung des

Lichtstroms. LED-Lichtquelle.

T Corpo in metallo. Ampio angolo di diffusione 120°. Cerniera girevole per la regolazione del

flusso luminoso. Sorgente luminosa LED.

FR Corps métallique. Grand angle de diffusion de 120°. Charniere pivotante pour le réglage

du flux lumineux. Source de lumiére LED.

=|l=14]

LEDS OSRAM
S
360°
: )
90°
6@6\
iﬁéTLTEER'NG cet COLOR ARTICLE POWER LIGHTFLUX  DIMMABLE IP
WASHWIDE | = |wARM B BLACK C024CL-L12B3K 12w 650 LM NO IP 20
[ | warm [ JWHITE C024CL-L12W3K 12w 850 LM NO IP 20
|« | DAy W BLACK C024CL-L12B4K 12w 700 LM NO P20
|« | DAy [ JWHITE CO24CL-L12W4K 2w 900 LM NO IP 20
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iﬁgTLTEER'NG ceT COLOR ARTICLE POWER LIGHTFLUX  DIMMABLE IP
WASHWIDE [ = |WARM Bl sLACK C024CL-L18B 18W 1000 LM NO IP 20
[ | warm [ JWHITE CO24CL-L18W 18W 1500 LM NO IP 20
|« | DAy W sLACK CO24CL-L18B4K 18W 1100 LM NO IP 20
|« |pay [ JWHITE C024CL-L18W4K 18W 1400 LM NO IP 20
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C024CL-L12B3K Adjustment of the direction of the light flux 360° in the
horizontal plane and 90° in the vertical plane.




